
PRO 5MP IP IR BULLET

FOV

F(No)

Iris

Day-Night mode

Video

Resolution

Lens

Image

Sensor size

Frame Rate

Indicator

109°

F2.6

IR Light, Auto switch IR-CUT

1/3" CMOS sensor

15fps

3M (2304 x 1296)

Built in Mic and Speaker (Full Duplex Audio)

AAC

Connection

WEP, WPA, WPA2

3db, internal

Type

Encryption

Antenna

2.8mm

3MP (2304 x 1296)

Wifi 802.11b/g/n

LED Red & Green x1

Technical Specifications

Compression Standard H.264, H.265

Resolution

Audio

Input/Output 

Compression Standard 

User Operate

FEATURES

• 100% wireless, port it anywhere

• Built-in 2600mAh Lithium battery, rechargeable

• Full Colour Night Vision

• PIR & Human detection, Smart record

• Full Duplex Audio Intercom

• Up to 256GB Local SD Card and Cloud Storage (Optional)

Built-in
Battery

Full-Duplex
Audio Intercom

Human
Detection

Wi-Fi Cloud
Recording

REC

REC

Cloud Recording

Button Power On/Off, Pairing, Reset Button

3MP Smart WIFI Full Colour Camera with Battery

Product Code T18157



Distance

Vision Control 

White LED

Infrared LED

Light Mode

White IR Distance

Infrared IR Distance

PIR

Angle

7 m

120°

* Note: Product specifications are subject to change without prior notice.

Storage

Local

Cloud

Alarm

Smart alert

Alert information

Built-in 2600mAh x 2 batteries

6 Months Per Charge (wake up 5min per day)

Type-C DC5V

Support  SD Card (Max.256GB)

Optional Cloud Storage

PIR+ Human Detection, Motion Detection

Alert info Push Notification, White LED Turn On Human Detection

Power

Battery

Battery time

Charge Interface

General

Water Proof

Working Temperature

Working Humidity

Array 2 pc

Array 2 pc

Full Color/Infrared

>5 -10 Meters

>10 Meters

Dimension

Weight

Net Weight

Gross Net  

IP 65
0 0

-20 C ~ +50 C

20% ~ 85%

(W)70x(L)70x(H)135 mm

Installation

Magnetic Base Magnetic base

244g

552g


